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CAMIN DE VANE TIP / TYPE VALVE MANHOLE

SECTIUNEA A-A/SECTION A-A

Acces stair

steel Ø20

Capac si rama carosabile 

 / Cover and frame carriageable

Mortar de ciment/ Cement mortar
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SECTIUNEA B-B / SECTION B-B
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Robinet golire 1'' / Discharge valve ND25mm

Basa / Collecting hole

Conducta PEHD, De110 proiectata / Designed pipe, HDPE, ND110mm

Vana sertar Dn100 proiectata / Cast iron gate valve designed, with flanges, nD100mm

Adaptor flansa Dn100mm / Flange adapter nD100mm

Compensator de montaj Dn100 proiectat / Design mounting compensator nD100mm

Sa bransare Dn110 - 1' / Branching tee nD110-25mm

Cos acces / Access hole

Rama fonta / Cast iron frame

Capac metalic / Metallic cover

Piesa trecere prin perete camine / Sealed piece for passing through the walls of the manhole

Camin apa / Designed water valve manhole, carriageable

CAMIN DE VANE TIP

VALVE MANHOLE TYPE
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ATTENTION !

BEFORE THE WORKS BEGINS, CHECKS WILL BE 

CARRIED OUT TO ACCURATELY IDENTIFY EXISTING NETWORKS

 IDENTIFICARII CU PRECIZIE A RETELELOR EXISTENTE 

AT THE EXECUTION, THE MINIMUM DISTANCES 

BETWEEN THE EXISTING NETWORKS AND THOSE 

DESIGNED ACCORDING TO SR 8591-97 WILL BE RESPECTED

ATENTIE !
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NOTA

Adancimea caminului se va stabili cu exactitate in timpul lucrarilor de executie,

functie de adancimea de pozare a conductei existente.

The depth of the manhole will be established exactly during the execution works,  

depending on the laying depth of the existing pipe.

Inainte de inceperea executiei caminului si a montajului la pozitie a echipamentelor

mecanice, se va verifica ca dimensiunile de gabarit ale acestora sa corespunda cu

cele din proiect si sa incapa in camin, in caz contrar se va contacta proiectantul in

vederea revizuirii proiectului/emiterii dispozitiilor de santier.

Before starting the execution of the manhole and the assembly of mechanical

equipment, it will be verified that their overall dimensions correspond to those in

the project and fit in the manhole, otherwise the designer will be contacted in order

to review the project / issue site orders
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